
DATE BY (REVISIONS) DESCRIPTION

TEST PLUG
WATER WORKS BRASS 3/4" WITH
STANDARD SQUARE HEAD. PROPER
USE OF THE FEATURE ASSURES
POSITIVE SEAL BEFORE TAPPING.

FLANGE
18-8 TYPE 304 STAINLESS STEEL FLANGE
WITH RECESS TO ACCEPT STANDARD TAPPING
VALVES. OPTIONAL CARBON STEEL FLANGE
MAY BY ORDERED.FLANGE CONFORMS TO
AWWA C207 CLASS D ANSI 150 LB.
DRILLING. BOLTS STRADDLE PIPE CENTER LINE.

BODY
18-8 TYPE 304 STAINLESS
STEEL FOR TOTAL CORROSION
CONTROL. ALL WELDS ARE FULLY
PASSIVATED TO RESTORE
STAINLESS CHARACTERISTICS

GASKET
GRIDDED VIRGIN SBR
COMPOUNDED FOR WATER
SERVICE. ASTM D2000-
80M 4AA607. FULL
GASKET GIVES 360 PIPE
COVERAGE. THE OUTLET
GASKET IS BUNA-N.

ARMORS
HEAVY GUAGE 18-8 TYPE 304 STAINLESS
STEEL ARMORS ARE BONDED TO GASKET TO
BRIDGE THE GAP BETWEEN LUGS.

LUGS
HEAVY GUAGE 18-8
TYPE 304 STAINLESS
STEEL

BOLTS AND NUTS
18-8 TYPE 304
STAINLESS STEEL NC
THREADS. HEAVY
HEX NUTS AND
WASHERS ARE
FLUROCARBON COATED
TO PREVENT GALLING.

OUTLET
18-8 TYPE 304
STAINLESS STEEL

ALL TAPPING SLEEVES SHALL BE WRAPPED WITH TWO LAYERS OF 20MIL. PIPE TAPE AND ENCASED IN 8MIL.
POLYETHYLENE WITH SEAMS SEALED WITH 2" WIDE SCOTCHRAP #50 OR CITY APPROVED EQUAL.
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